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Read this instruction carefully before use.

The instrument must be installed by qualified personnel
only.

Observe the stated power supply voltage.

This instruments contains filling fluid:
do not remove from the wall with opened valves.

Do not use with combustible gas.

Please notice that the 4-20 mA output must not be connected
to loop-powered (2-wire) systems.

Description

The MU-Analog-65 converts pressure, draft and differential
pressure of non combustible gases, mainly air, into standard
elctronic signals of 0-20mA, 4-20mA and 0-10V.
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Always insert the manual as shown in the picture!
The other positions will block the ringbody.
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Mount the instrument exactly upright:
1° malposition of the housing causes 3°
deviation of the pointer.
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1. Mounting

There are two mounting options:

a) using the mounting frame (can be ordered as

accessories)

Align the frame precisely vertically on the wall, mark the
positions of the three suspension lugs, and drill the holes.

Remove the cover and fasten the housing to the frame
using the M4x12mm screws . Finally, mount the complete
unit on the wall.

Mounting frame (can be ordered

fs accessories )

Inner screw channels
for screws M4x12mm

Cover screws (4x)

b) Mounting without the frame

Mark the positions of the 4 holes precisely on the wall
and drill the holes. Make use of the attached drilling plan.
Remove the cover of the housing and fasten the
instrument on the wall with the four M4x12mm screws.
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max. 8 mm
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After the device is mounted:

2. Open valves V
Turn both screws (V) fully counter-clockwise.
Incompletely opened valves may cause measuring errors.

3. Unlock the pointer
Turn locking screw (A) fully counter-clockwise. The pointer
should move to the zero position, now.

4. Mechanical Zero correction
For zero setting, both pressure ports (p+/p-) must be free to
the atmosphere, and both of the valves must be fully opened.

If necessary, correct zero setting of the pointer with screw N:
Turn and hold the ringbody by hand in a position which allows
to reach screw N through the holes of the front scale and the
electronic board with a screw driver.

Turn screw N max. +/-90°.

Min / max positions of zero screw "N"

-max. normal + max

5. Make process connections
Pressure........... left fitting pt
Draft.............. right fitting p-
Differential pressure. . higher pressure on p+

lower pressure on p-
Draft-pressure
(e.g. -25/0/+25 Pa). . . . left fitting p+/p-

6. Make electrical connections

Verify if the voltage specified on the label corresponds to the
local power supply. Make connections according to the terminal
diagram.

7. Close housing
Close housing and fasten the cover with screws "E".
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Power suppl

Insert the manual strictly here !

\% Valves

A Locking screw

P Locking position of pointer
N Mechanical zero correction
F1 Fuse of the 0-10V output
F2 Spare fuse

Terminal Diagram

8

|§>|é|@3|é|§>|%|
I

4-20 mA 0-20mA 0-10V

Pt

Power supply

7 9
Z21121%
N =

Power supply:
In case of 24V DC- supply, observe the polarity:

8. Switch on the power supply 8 = -

Decommissioning / Dismantling

1. switch off and disconnect the power supply

2. remove the cover, disconnect the electrical terminals.

3. lock down the ringbody: turn the ring by hand in a middle position (that the pointer is at the mark "P") and turn
locking screw (A) clockwise fully up to stop.

4. close both valves (V) completely; turn screws clockwise fully up to stop.

5. detach the unit from the wall; close the cover and fasten with cover screws (E).
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Housing
Measuring system
Measuring pick-up

Filling fluids

Accuracy

Elektrical outputs
0-20mA und 4-20 mA:
0-10V:

Ambient Temperature

Power supply

EMV/CE

Technical Data

wall mounting, polycarbonate lightgrey RAL7035; class IP65, weight 3,0-3,5 kg;
Ringbalance with factory-filled ringbody

Hall sensor

ranges under +/-700 Pa: mineral-oil, density 0,8kg/I
ranges over 700 Pa: synthetic oil, density 1,9kg/I

max. error: +/-1,5% of full scale; or +/-1,5 Pa (at 20 C°)
0-20mA, 4-20mA and 0-10V.
max. load 680 Ohm

min. 2k Ohm; not short-circuit proof; protected by Fuse F1 (50mA-T)

No galvanic isolation between the outputs

-20...+50 C°, outdoor installation only permitted in a weatherproof housing (option)

230VAC (110/120/240/24V AC; 24V DC; - 3,5 VA; galvanic isolation between power supply
and output signals. The supply voltage of the individual unit is stated on the label of the terminal
diagram.

electromagnetic compatibility according to EN 50081-2 (emission) und EN 50082-2(immunity).

Functional Check ...of the Ringbalance measuring system.

If, through any circumstances, a part of the filling fluid spills out, the following functional

checks are recommended:

1. Quantity Check

2. Zero Check

Maintenance

Carefully(!) pressurize the instrument (beware of excessive pressure) and watch the pointer at
the same time. If the maximum of the measuring range can be reached, no filling fluid should be
added. Stop pressurizing when full scaletsreached!

However: if the applied pressure comes out of the other pressure connection, and results a
"bubbling-through" (see fig. 3, page 6) before the maximum range is reached, oil of the same
type must be added.

Repeat the zero adjustment according to point 4 on page 3.("Mechanical zero correction").

The Ringbalance is most likely functioning correctly when:
1. the maximum value can be reached
2. when the instrument can be exactly "zeroed"

The Ringbalance measuring system is virtually maintenance-free, when the pressure overload limits of +/-900 Pa (filling:
mineral oil) respectively +/-2.1 kPa (filling: synthetic oil) are not exceeded.
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The Ringbalance Measuring Principle
(Fig.1)

A hollow ring, free to rotate on bearings and half filled
with fluid, is divided by partition wall (T) into two
chambers. Positive, and negative or differential
pressure are applied to the ringbody chambers via
flexible tubes.

The pressure differential across the dividing wall (T)
causes the ringbody to rotate until an equilibrium is
reached with counterweight (G).

The calibration of a Ringbalance instrument is
determined by the mass of the counterweight, which
is accurately adjusted at the factory.

A counterweight cannot "age" or become "overloaded"
Therefore, Ringbalances can occasionally be loaded
to the maximum and even overloaded without affecting
their mechanical calibration.

Filling Fluid - Quantity Gx s

Since the differential pressure is ultimately balanced A x
by the counterweight, it follows that neither the quantity
nor the density of the filling fluid play a role in the
actual measurement. However, these two factors are
subject to the following criteria:

p .. Differential Pressure [Pa]

A
Maximum Quantity: ringbody filled up to the filling 2 -+ - Counterweight [N]
r
s

opening (F), see fig. 4. . Area of partition wall T [m2]

Average Ringbody Radius [m]

Minimum Quantity: if oil spills out because of Counterweight Moment Arm [m]

improper operation or handling (overpressure; tipping
over, etc.), the instrument must be checked to
confirm that the maximum measuring range value
can still be reached, or if some oil has to be
replenished.

Filling Fluid - Density (specific gravity)

Although the density of the filling fluid has no direct
influence on the actual measurement, it must meet
certain criteria.

Alight oil is suitable for low ranges. For higher ranges,
the specific gravity is more critical, since an oil which
is too light would experience a large level change
and overflow into the flexible tubes before the pointer
reaches the maximum value.

Figure 2
(near the overflow point)
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Overload (overflow point)

With the mineral oil (0,8 kg/l) every Ringbalance is
inherently protected to at least +/-900 Pa (3.5"W.C.)
even it has, for example, a measuring range of only
40 Pa (0.15"W.C.).

With the synthetic oil (1,9 kg/l) as filling fluid, the
Ringbalance is inherently protected to +/-2,1 kPa
(8"W.C.).

The critical point is reached when the oil rises so
high that it overflows into the flexible tubes.

This overflow point (fig. 2) is actually determined
by the density of the fluid used, not by the measuring
range.

Refilling (figure 4)

In the event that the filling fluid has to be replenished,
remove the filling plug (F) and add fluid, using a
funnel and tube, until the fluid comes out of the filling
opening.

The Ringbalance must be in its normal upright position
during this process, and the ringbody valves (V) and
pneumatic lines must be open.

Note:

The Ringbalance measuring system comes factory-
filled with the optimum type and quantity of filling
fluid.

The Ringbalance is absolutely maintenance-free,
when the pressure overload limits of +/-900 Pa (filling:
mineral oil) respectively +/-2.1 kPa (filling: synthetic
oil) are not exceeded.

RIXEN Messtechnik GmbH & Co. KG
Kornweg 1

44805 Bochum

Tel.:  +49 (0)234 86790

Fax: +49 (0)234 850130

eMail rixen@online.de
www.rixen-messtechnik.de

Figure 3
("Bubbling through™)

Figure 4:
Refilling



